& SINO uicimine DEN CHIEU SANG

&S VANLOKK LIGHTING

BONG COMPACT
COMPACT FLUORESCENT LAMP

( ¢ =
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XEUZS-OXGMOKEZ G480 TALIOWGAOK GBS0 TUOWSIOK 360
XEU 23 - 9X 2700K E27 64.800 T2U-10W 2700K 68.500 T1U-9W 2700K 33.600
XEUZ3UXGMOKEZ g0 TAISWGMNK  Gesw  TIUNWEAOK 300
XEU 23 - 11X 2700K E27 88.200 T2U-13W 2700K 68.500 T1U-11W 2700K 36.000
XEUZ3UEXGAOKEZ  sS0  TUSWGMNK M0
XEUZSUSKZOOKEZ G0 TACWW2OOK 20
XEUS-TOWEAOKEZ  toas0 TALoWeMOK 20
XEUSS-IOWZIOOKEZ  T0AS0 TAGW2O0K 2
XEU 38 - 20W 6400K E27 104.500
XeUmoowzokEn s T

DEN PHALON - DOWNLIGHT

Peén Phalon &m tran loai diing - Recessed type

Peén Phalon &m trin su ¢d bong Led 5W - Emergency Led Downlight 5W

EMDL90/5L 31" 2 90mm 1.150.000
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& SINO uicimine DEN CHIEU SANG

&S VANLOKK LIGHTING

Pen phalon gén ndi - Surface Type

3"(3015) 164.000
___________ S ... fe000
67(6002) 288.000

DEN PHALON LOAI NAM NGANG - HORIZONTAL TYPE
Loai ddc biét - nhom dic - ¢6 kinh - Special type with glass cover

TYo1 @ 155mm 480.000

ooy o 2x W] E27 . 273.000
oopes o 2x 8w ] E27 . 481.000
o bumse o dxwswo ] PLC__ . 390.000
ey 2x W] PLC__ . 913.500
oprnge o Axdasw o] PLC . 998.000
. bLagp o 2xiswo ] PLC . 624.000
o puzep o Ax2eW o] PLC___ . 702.000
DL226/P 2 x 26W PLC 806.000

Loai vo thép cd kinh - Downlight, steel frame with glass cover - Horizontal

JDLmseL o txdswo E27 . 314.600
. DuLI2e/GL o tx2ew ] E27 . 358.800
DLgeL o 2x 1w E27 . 429.000
_DLag/GL o 2x18w o] E27 . 520.000
(L DLMSPGL o Axtswo ] PLC . 455.000
_DLA3/PGL  2x 1w o] PLC . 604.500
_DLmepGL o tx1ew o] PLC . 717.600
_DLAgPGL 2x18w o ] PLC . 748.800
. buzepeL 1x26W ] P . 793.000
DL226/PGL 2 x 26W PLC 871.000
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&S VANLOKK LIGHTING

Peén phalon LED loai mét kinh bdng - LED Downlight flat glass cover

_______ DL3/SL/AST W % 220000
_______ DL3/7L/AST W & 250000
_______ DL4/BL/AST ____ ___ _8W___ A4 215000
_______ DL4AOL/AST ‘w4 3800000
_______ DLSAOLAST ‘w8 330000
_______ DLSA2L/AST . tew . % 360.000
_______ DLGA2L/AST 12w 6 400.000
_______ DLG6ASLAST _______  tsW_ & 450.000

______ DL3RSSL/AST W % 253.000
______ DLRL/AST /W % 288.000
______ DLAR/BL/AST __ _  __ _8W_ 4 318000
______ DLAR/OL/AST ____ __ 1OW_ 4 345.000
______ DLSR/OL/AST ____ __ _1OW_ .5 _____ 380.000
______ DLSRA2L/AST ___  12W_ 5 414000
______ DL6RASL/AST ___ __ 1sW 6 518.000
______ DL6RMBL/AST __  __ 18W 6 _  _ 560.000
______ DL8R/20L/AST ____ _  20W_ 8 _ _______680.000
DL8R/25L/AST 25W 8 820.000

AST Ia ma ciia dén dnh séng trang. Mudn dt dén anh sang vang thay AST = ASV. Vi du DL8R/25L/ASV
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@\II.\I\IIDCK LIGHTING

BONG PEN LED
LED LAMP

LED45/2W/AST 2W @45 57.000

8

BONG DEN LED TUYP
LED TUBE LAMP

LDT6/9W/AST 9w 0.6 150.000

AST Ia ma ciia béng anh sang trang. Mudn d4t béng anh sang vang thay AST = ASV. Vi du LED80/12W/ASV
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&S VANLOK LIGHTING

HUGNG DAN THAY THE BONG TUYP HUYNH QUANG BANG BONG TUYP LED
User guide to replace fluorescent lamps with led tube

Thay thé vdi loai bong huynh quang dang sif dung Ballast sét tir
1. C4t ngudn dién
2. Thao bong huynh quang dang dung ra (xi ly theo quy dinh v& mdi trudng clia dia phuong)
3. Tim va thao tic-te (chut) cii ra
4. Ngudi Idp dat can dan tem canh bdo riing by dén da dugc thay thé bong huynh quang bing béng LED
5. Kiém tra xem dudi d&n c6 bi hu hdng khong, néu héng phai thay ngay bing loai tuong duong va 1&p bong LED trd lai
6. Bat nguon dién trd lai va kiém tra xem dén c6 hoat dong t6t khong

Retrofit / magnetic ballast system
1. Turn power off by disconnecting the supply voltage
. Remove current fluorescent lamps and dispose of them properly based on local regulations
. Find and remove existing fluorescent starter
. Installer should apply caution label provided to luminaire to state that luminaire has been modified and operates only LED lamps
. Check fluorescent socket for damage. If damaged replace with one of the exact configuration and rating. Insert LED lamp
. Turn power back on and check for proper operation

o Ol B w N

(2) (3]

Dau ndi tryc tiép/ Lép dat mbi dén s dung bong LED
V6i viéc 1dp dit khong st dung ballast vui 1ong lam theo chi dan sau
1. C4t ngudn dién
2. Thao bong huynh quang va tic-te dang dung ra
3. P4u ndi theo chi dan trong hinh 3, sif dung cdu chi 250V/500mA
4. Ngudi 13p ddt can dan tem canh bao rdng bd dén dd dugc thay thg bong huynh quang bing bong LED
5. L&p bong LED vao.
6. Bat ngudn dién trd lai va kiém tra xem dén c6 hoat dong tot khong.

Direct wire / New luminaire
For applications where use on EM ballasts is not possible please follow the procedure below
1. Ensure power is off to luminaire by disconnecting the supply voltage
2. Remove all fluorescent lamps and starters
3. Wire luminaire to the configuration shown on drawing 3. The fuse is rated for 250V/500mA.
4. Installer should apply caution label provided to luminaire to state that luminaire has been modified and operates only LED lamps
5. Insert LED lamp
6. Turn power back on and check for proper operation
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